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HORIZONTAL VERTICAL THICKNESS HORIZONTAL VERTICAL THICKNESS AREA WEIGHT PERIMETER

(inch) (inch) (inch) (mm) (mm) (mm) (mm) (kg/m) (mm)

  1/ 2   1/ 2 0.8 12.700 12.700 0.80 19.680 0.05 50.800

  1/ 2 1      0.8 12.700 25.400 0.80 29.840 0.08 76.200

  1/ 2 1        1/16 12.700 25.400 1.59 57.964 0.16 76.200

  1/ 2 1  1/ 2 1.0 12.700 38.100 1.00 49.800 0.13 101.600

  1/ 2 1  1/ 2   1/16 12.700 38.100 1.59 78.125 0.21 101.600

  3/ 4   3/ 4 0.8 19.050 19.050 0.80 29.840 0.08 76.200

1      1      1.0 25.400 25.400 1.00 49.800 0.13 101.600

1      1        1/16 25.400 25.400 1.59 78.125 0.21 101.600

1      1        1/ 8 25.400 25.400 3.18 151.209 0.41 101.600

1      1  1/ 2   1/16 25.400 38.100 1.59 98.286 0.27 127.000

1      2        1/16 25.400 50.800 1.59 118.447 0.32 152.400

1      2        1/ 8 25.400 50.800 3.18 231.854 0.63 152.400

1      3        3/16 25.400 76.200 4.76 461.189 1.25 203.200

1  1/ 4   3/ 4   1/ 8 31.750 19.050 3.18 151.209 0.41 101.600

1  1/ 4 1  1/ 4   1/ 8 31.750 31.750 3.18 191.532 0.52 127.000

1  1/ 2 1  1/ 2   1/16 38.100 38.100 1.59 118.447 0.32 152.400

1  1/ 2 1  1/ 2   1/ 8 38.100 38.100 3.18 231.854 0.63 152.400

2      2        1/ 8 50.800 50.800 3.18 312.499 0.85 203.200

3      2      5.0 76.200 50.800 5.00 610.000 1.65 254.000
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